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Milling Machine Safe Work Procedure. 
 

DO NOT use this machine unless you have been trained in its safe use and operation 

 
Personal Protective Equipment (PPE) Required  

 Eye Protection 

 Appropriate Footwear 

 Appropriate Attire 
 

DO NOT operate the Milling wearing loose clothing, finger rings or other jewellery. Long hair must be tied up 
or tucked under the hard-hat. 

 
Check workspaces and walkways to ensure no slip/trip hazards are present. 

 

Safe Work Procedure Checklist 
 

PRE-Operation: 

 Task (Drawings, instructions, Specifications, 
Material… etc.) is clearly understood. 

 Identify ON/OFF switch and emergency stop 
button and test any interlocking devices (if 
applicable). 

 Make sure the machine is turned off or the 
emergency stop switch is engaged, before 
comment of any work or inspection. 

 Ensure all security guards including the spindle 
guard are in place. 

 Ensure the work piece has been suitably prepared 
for the milling operation. 

 Ensure work piece is securely fastened to the 
working table. 

 Remove the chuck wrench/key immediately after 
installing the tooling. 

 Adjust speed and feed to suit the tooling 
diameter, material and turning operation. 

 Ensure the cutting tools are sharp, in good 
condition and secured. 

 Test the cooling fluid system operation and 
availability, if applicable. 

 Faulty equipment must not be used and must be 
immediately reported to the shop technician 

Operation: 

 Never leave the machine running while 
unattended. 

 Switch off the milling machine and 
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Band Saw Safe Work Procedure. 
 

DO NOT use this machine unless you have been trained in its safe use and operation 
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the work table.  

 Faulty equipment must not be used and 
must be immediately reported to the shop 
technician 

POST-Operation: 

 Switch off the machine and reset all guards to 
a fully closed position. 

 Allow all part to come to stop before making 
alterations or at completion of work. 

 Remove drill bit from chuck and remove 
chuck key. 

 Leave the machine in a safe, clean and tidy 
state. 

 Leave the working area clean and tidy. 
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